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Introduction 

The Hydrographic Survey Program of the Texas Water Development Board 

(TWDB) was authorized by the 72nd Texas State Legislature in 1991. The Texas Water 

Code authorizes TWDB to perform surveys to determine reservoir storage capacity, 

sedimentation levels, rates of sedimentation, and projected water supply availability.  

In October 2011, the Texas Water Development Board entered into agreement with 

the U.S. Army Corps of Engineers, Fort Worth District, and in November 2011, entered 

into agreement with the Brazos River Authority to perform a volumetric and sedimentation 

survey of Somerville Lake (TWDB, 2011a, TWDB, 2011b). This report describes the 

methods used to conduct the volumetric and sedimentation survey, including data collection 

and processing techniques. This report serves as the final contract deliverable from TWDB 

to the Brazos River Authority and the U.S. Army Corps of Engineers, Fort Worth District, 

and contains as deliverables: (1) an elevation-area-capacity table of the reservoir acceptable 

to the Texas Commission on Environmental Quality [Appendix A, B], (2) a bottom contour 

map [Figure 6], (3) a shaded relief plot of the reservoir bottom [Figure 4], and (4) an 

estimate of sediment accumulation and location [Figure 10]. 

Somerville Lake general information 

The Somerville Dam and Somerville Lake are located on Yegua Creek in Burleson, 

Lee, and Washington Counties, approximately 15 miles northwest of Brenham, Texas 

(Figure 1). Somerville Dam and Somerville Lake are owned by the U.S. Government and 

operated by the U.S. Army Corps of Engineers, Fort Worth District (TWDB, 1973). The 

U.S. Congress authorized the construction of Somerville Lake for flood control, water 

conservation, and other multipurpose uses with the passage of the Flood Control Act of 

September 3, 1954 (USACE, 2007a). The construction of Somerville Dam began on June 4, 

1962. The deliberate impoundment of water began on January 3, 1967, and the dam was 

completed on October 27, 1967 (TWDB, 1973). Additional pertinent data about Somerville 

Dam and Somerville Lake can be found in Table 1. 

Water rights for Somerville Lake have been appropriated to the Brazos River 

Authority through Certificate of Adjudication Nos. 12-5164 and 12-5167. The complete 

certificates are on file in the Information Resources Division of the Texas Commission on 

Environmental Quality.  
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example, linear extrapolation was deemed reasonable and applied to Somerville Lake in the 

following situations: in small coves of the main body of the lake and in obvious channel 

features visible in aerial photographs taken on July 26, 2008, while the daily average water 

surface elevation measured 236.8 feet, and on June 6, 2006, and June 14, 2006, while the 

daily average water surface elevation measured 235.7 feet and 235.52 feet, respectively. 

Figure 3 illustrates typical results from application of the anisotropic interpolation 

and linear extrapolation techniques to Somerville Lake. The bathymetry shown in Figure 

3C was used in computing reservoir capacity and area tables (Appendix A, B). In Figure 

3A, deeper channels indicated by surveyed cross sections are not continuously represented 

in areas between survey cross sections. This is an artifact of the TIN generation routine 

rather than an accurate representation of the physical bathymetric surface. Inclusion of 

interpolation points, represented in Figure 3C, in creation of the volumetric TIN model 

directs Delaunay triangulation to better represent the lake bathymetry between survey 

cross-sections. 

 
Figure 3.     Anisotropic spatial interpolation and linear extrapolation of Somerville Lake sounding data 

- A) bathymetric contours without interpolated points, B) sounding points (black) and 
interpolated points (red), C) bathymetric contours with the interpolated points  
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Area, volume, and contour calculation 

Using ArcInfo software and the volumetric TIN model, volumes and areas were 

calculated for the entire reservoir at 0.1 feet intervals, from 209.0 to 238.0 feet. The 

elevation-capacity table and elevation-area table, updated for 2012, are presented in 

Appendices A and B, respectively. The area-capacity curves are presented in Appendix C. 

The volumetric TIN model was converted to a raster representation using a cell size 

of 2 feet by 2 feet. The raster data was then used to produce an elevation relief map (Figure 

4), representing the topography of the reservoir bottom; a depth range map (Figure 5), 

showing shaded depth ranges for Somerville Lake; and a 2-foot contour map (Figure 6 - 

attached).  



3,450,000

3,450,000

3,460,000

3,460,000

3,470,000

3,470,000

3,480,000

3,480,000

3,490,000

3,490,000

3,500,000

3,500,000

10
,09

0,0
00

10
,09

0,0
00

10
,10

0,0
00

10
,10

0,0
00

10
,11

0,0
00

10
,11

0,0
00

Somerville Lake
Figure 4

Elevation relief map(feet above mean sea level)
Elevations

220 - 222
218 - 220
216 - 218
214 - 216
212 - 214
210 - 212
209 - 210

236 - 238
234 - 236
232 - 234
230 - 232
228 - 230
226 - 228
224 - 226
222 - 224

Conservation pool elevation: 238.0 feet
above mean sea level

Projection: NAD83
State Plane Texas Central Zone (feet)

April 2012 Survey0 0.5 10.25
Miles

N



3,450,000

3,450,000

3,460,000

3,460,000

3,470,000

3,470,000

3,480,000

3,480,000

3,490,000

3,490,000

3,500,000

3,500,000

10
,09

0,0
00

10
,09

0,0
00

10
,10

0,0
00

10
,10

0,0
00

10
,11

0,0
00

10
,11

0,0
00

Somerville Lake
Figure 5

Depth ranges map(feet)
Depth ranges

0 - 2
2 - 4
4 - 6
6 - 8
8 - 10
10 - 12
12 - 14
14 - 16

16 - 18
18 - 20
20 - 22
22 - 24
24 - 26
26 - 28
> 28

Conservation pool elevation: 238.0 feet
above mean sea level

Projection: NAD83
State Plane Texas Central Zone (feet)

April 2012 Survey0 0.5 10.25
Miles

N



12 
 

Analysis of sediment data from Somerville Lake 

Sedimentation in Somerville Lake was determined by analyzing the acoustic signal 

returns of all three depth sounder frequencies in the DepthPic© software. The 200 kHz 

signal was analyzed to determine the current bathymetric surface of the reservoir, while all 

three frequencies, 200 kHz, 50 kHz, and 24 kHz, were analyzed to determine the reservoir 

bathymetric surface at the time of initial impoundment (i.e. pre-impoundment surface). 

Sediment core samples collected in the reservoir were used to assist in identifying the 

location of the pre-impoundment surface in the acoustic signals. The difference between the 

current surface and the pre-impoundment surface yields a sediment thickness value at each 

sounding location.  

Analysis of the sediment core samples was conducted at TWDB headquarters in 

Austin.  Each sample was split longitudinally and analyzed to identify the location of the 

pre-impoundment surface. The pre-impoundment surface is identified within the sediment 

core sample by one or a combination of the following methods: (1) a visual examination of 

the sediment core for terrestrial materials, such as leaf litter, tree bark, twigs, intact roots, 

etc., concentrations of which tend to occur on or just below the pre-impoundment surface; 

(2) changes in texture from well sorted, relatively fine-grained sediment to poorly sorted 

mixtures of coarse and fine-grained materials; and (3) variations in the physical properties 

of the sediment, particularly sediment water content and penetration resistance with depth 

(Van Metre et al., 2004). The total sample length, sediment thickness, and the pre-

impoundment thickness were recorded.  Physical characteristics of the sediment core, 

including color, texture, relative water content, and presence of organic materials, were also 

recorded (Table 2). 
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Table 2.  Sediment core sampling analysis data - Somerville Lake 

Core Eastinga  
(ft) 

Northinga  
(ft) 

Total core 
sample/ 

post-
impoundment 

sediment 

Sediment core description Munsell soil 
color 

S-1 3494032.4 10099602.62 25.75”/22.5” 0-22.5” very loose clay sediment, high 
water content  

GLEY1  
3/10Y 

22.5”-27.75” dense sediment, clay soil 
with peds and organics present  

GLEY1 
2.5/10GY 

S-2 3487827.55 10105100.8 23”/20” 0-10” very aqueous sediment - 
10-16” very loose sediment GLEY2 

2.5/10G 
16-20” loose sediment GLEY2 

2.5/10G 
20-23” dense sediment GLEY2 

2.5/10G 
S-3 3480762.14 10098925.89 - No core recovered - 
S-4 3472151.6 10094738.84 56.5”/not reached 0-6.5” very loose clay sediment GLEY2 

2.5/10G 
6.5-20” very loose clay sediment GLEY2  

3/10G 
S-5 3464303.66 10092878.7 72.5”/31” 0-3” very loose sediment, high water 

content 
GLEY2 
2.5/10G 

3-31” loose sediment, medium water 
content 

GLEY2 
2.5/10G 

31-33.5” very dense soil with peds 
present, organics present 

GLEY2  
3/5BG 

S-6 3462492.31 10089366.65 48”/15.5” 0-4” very loose sediment, high water 
content 

GLEY2 
2.5/10G 

4-15.5” dense sediment GLEY2 
2.5/10G 

15.5-20” very dense soil with peds and 
organics present 

GLEY2 
2.5/5BG 

a Coordinates are based on NAD83 State Plane Texas Central System (feet) 

A photograph of sediment core S-2 is shown in Figure 7 and is representative of the 

sediment cores sampled from Somerville Lake. The 200 kHz frequency measures the top 

layer as the current bottom surface of the reservoir. 
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Figure 7.     Sediment core S-2 from Somerville Lake 

Sediment core sample S-2 consisted of 23 inches of total sediment corresponding to 

the length of the aluminum sampling tube. The upper sediment layer (horizon), 0–10.0 

inches, consisted of very aqueous sediment. The second horizon, beginning at 10.0 inches 

and extending to 16.0 inches below the surface, consisted of very loose sediment with high 

water content, and measured GLEY2 2.5/10G on the Munsell soil color chart. The third 

horizon, beginning at 16.0 inches and extending to 20.0 inches below the surface, consisted 

of loose sediment with a GLEY2 2.5/10G Munsell soil color. The forth horizon, from 20.0 

inches to 23.0 inches consisted of dense sediment with a GLEY2 2.5/10G Munsell soil 

color. The base of the sample is denoted by the blue line in Figure 7. 

 The pre-impoundment boundary (red line in Figure 7) was evident within this 

sediment core sample at 20.0 inches and identified by the change in texture, moisture, 

porosity, and structure. Identification of the pre-impoundment surface for the remaining 

sediment cores followed a similar procedure. 

Figures 8 and 9 illustrate how measurements from sediment core samples are used 

with sonar data to help identify the interface between the post- and pre-impoundment layers 
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in the acoustic signal. Within DepthPic©, the current surface is automatically determined 

based on signal returns from the 200 kHz transducer and verified by TWDB staff, while the 

pre-impoundment surface must be determined visually. The pre-impoundment surface is 

first identified along cross-sections for which sediment core samples have been collected.  

 
Figure 8.     Comparison of sediment core S-2 with acoustic signal returns A,E) combined acoustic 

signal returns, B,F) 200 kHz frequency, C,G) 50 kHz frequency, D,H) 24 kHz frequency 

Figure 8 compares sediment core sample S-2 with the acoustic signals for all 

frequencies combined (A, E), 200 kHz (B, F), 50 kHz (C, G), and 24 kHz (D, H). The 

sediment core sample is represented in each figure as colored boxes. The yellow boxes 

represent post-impoundment sediment, and the blue box represents the pre-impoundment 

sediment. In Figure 8A-D, the bathymetric surfaces are not shown. In Figure 8E, the current 

bathymetric surface is represented as the top black line and in Figures 8 F-H as the top red 

line. The pre-impoundment surface is identified by comparing boundaries observed in the 

200 kHz, 50 kHz and 24 kHz signals to the location of the pre-impoundment surface of the 
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sediment core sample. Each sediment core sample was compared to all three frequencies 

and the boundary in the 200 kHz signal most closely matched the pre-impoundment 

interface of the sediment core samples; therefore, the 200 kHz signal was used to locate the 

pre-impoundment layer. The pre-impoundment surface was manually drawn and is 

represented by the bottom black line in Figure 8E, and by the yellow line in Figures 8F-H. 

Figure 9 shows sediment core sample S-2 correlated with the 200 kHz frequency of the 

nearest surveyed cross-section. The pre-impoundment surface identified along cross-

sections where sediment core samples were collected is used as a guide for identifying the 

pre-impoundment surface along cross-sections where sediment core samples were not 

collected. 

 
Figure 9.     Cross-section of data collected during 2012 survey, displayed in DepthPic© (200 kHz 

frequency), correlated with sediment core sample S-2 and showing the current surface in 
red and pre-impoundment surface in yellow 

After the pre-impoundment surface from all cross-sections was identified, a 

sediment thickness TIN model is created following standard GIS techniques (Furnans, 

2007). Sediment thicknesses were interpolated between surveyed cross-sections using 

HydroTools with the same interpolation definition file used for bathymetric interpolation. 

For the purposes of the TIN model creation, TWDB assumed sediment thickness at the 

reservoir boundary was zero feet (defined as the 238.0 foot NGVD29 elevation contour). 

The sediment thickness TIN model was converted to a raster representation using a cell size 

of 5 feet by 5 feet and used to produce a sediment thickness map of Somerville Lake 

(Figure 10).  
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Survey results 

Volumetric survey 

The results of the 2012 TWDB volumetric survey indicate Somerville Lake has 

a total reservoir capacity of 150,307 acre-feet and encompasses 11,395 acres at 

conservation pool elevation (238.0 feet above mean sea level, NGVD29). The original 

design estimate by the U.S. Army Corps of Engineers indicates Somerville Lake 

encompassed 11,656 acres with a total reservoir capacity of 164,974 acre-feet. In 1992, the 

U.S. Army Corps of Engineers conducted a resurvey of Somerville Lake indicating the lake 

encompassed 11,591 acres with a total reservoir capacity of 159,682 acre-feet. Because of 

differences in past and present survey methodologies, direct comparison of volumetric 

surveys to estimate loss of capacity is difficult and can be unreliable. 

Previous surveys of Somerville Lake by TWDB were conducted in 1995 and 2003. 

To properly compare results of TWDB surveys, TWDB applied the 2013 data processing 

techniques to the data collected in 1995 and 2003. Specifically, TWDB applied anisotropic 

spatial interpolation to the survey data collected in 1995 and 2003 using the same 

interpolation definition file as was used for the 2012 survey with minor edits to account for 

differences in data coverage and boundary conditions. Additionally, data points from the 

1995 survey that did not adhere to the pre-planned survey design were deleted. New TIN 

models were created using the original boundaries. The 1995 survey boundary was 

digitized from the 238.0-feet contour from 7.5 minute USGS quadrangle maps, with a 

stated accuracy of ± ½ the contour interval (USBB, 1947). The 2003 survey boundary was 

digitized from aerial photographs taken on February 20, 1995, while the water surface 

elevation of the reservoir measured 239.82 feet above mean sea level. The boundary was 

defined as 239.8 feet for modeling purposes. According to the associated metadata, the 

1995-1996 DOQQs have a resolution of 1-meter, with a horizontal positional accuracy that 

meets the National Map Accuracy Standards (NMAS) for 1:12,000-scale products. Re-

evaluation of the 1995 and 2003 surveys resulted in a 0.7 percent and 1.3 percent increase, 

respectively, in total capacity estimates (Table 3).  
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Table 3.  Current and previous survey capacity and surface area data 

Survey Surface area 
(acres) 

Total capacity  
(acre-feet) 

Originala 11,656 164,974 

USACE 1992 Resurvey 11,591 159,682 

TWDB 1995b 11,456 155,062 

TWDB 1995 (re-calculated) 11,456 156,184 

TWDB 2003c 11,555 147,104 

TWDB 2003 (re-calculated) 11,127 149,072 

TWDB 2012 11,395 150,293 
a Source: (USACE, 1995) Note: In previous TWDB survey reports (TWDB, 2003, TWDB, 2005), TWDB 
Report 126 (TWDB, 1973), and the USACE pertinent data sheet for Somerville Lake (USACE, 2013), the 
original area and capacity estimates are reported as 11,460 acres and 160,110 acre-feet. This capacity is not 
the original surveyed capacity, but rather the amount of water the Brazos River Authority is authorized to 
impound in Somerville Lake per Certificate of Adjudication No. 12-5164 issued by the Texas Water 
Commission, now the Texas Commission on Environmental Quality, on December 14, 1987. 
b Source: (TWDB, 2003) 
c Source: (TWDB, 2005) 

Sedimentation survey 

Based on two methods for estimating sedimentation rates presented in Table 4, 

the 2012 TWDB sedimentation survey estimates Somerville Lake loses between 326 

and 469 acre-feet per year of capacity due to sedimentation below conservation pool 

elevation (238.0 feet NGVD29).The sedimentation survey indicates sediment accumulation 

varies throughout the reservoir. The heaviest accumulations measured are between 0.25 and 

1.63 miles west of the dam and on the south shore of the reservoir opposite Birch Creek 

State Park.  

Comparison of capacity estimates of Somerville Lake derived using differing 

methodologies are provided in Table 4 for sedimentation rate calculation. The sediment 

accumulation rates derived from these survey comparisons reflect the average rate of 

sediment accrual during the time between each previous survey and the current survey. 

Based on the 2012 estimated sediment volume, Somerville Lake lost an average of 

approximately 379 acre-feet of capacity per year from 1967 to 2012.
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Table 4.  Capacity loss comparisons for Somerville Lake 

Survey Volume comparisons at conservation pool elevation 
 (acre-feet) 

Pre-impoundment 
(acre-feet) 

Original 164,974 <> <> <> <> 
USACE 1992 

Resurvey  159,682 <> <> <> 

TWDB 1995  
(re-calculated) <> <> 156,184 <> <> 

TWDB 2003  
(re-calculated) <> <> <> 149,072 <> 

TWDB pre-
impoundment 

estimate based on 
2012 survey 

<> <> <> <> 167,353b 

2012 volumetric 
survey 150,293 150,293 150,293 150,293 150,293 

Volume difference 
(acre-feet) 14,681 (8.9%) 9,389 (5.9%) 5,891 (3.8%) -1,221 (-0.8%) 17,060 (10.2%) 

Number of years 45a 20 17 9 45 a 
Capacity loss rate 
(acre-feet/year) 326 469 347 -136 379 

Note: Somerville Dam was completed on October 27, 1967 and deliberate impoundment began on January 3, 1967 
a Number of years based on difference between 2012 survey date and deliberate impoundment date of 1967 
b 2012 TWDB surveyed capacity of 150,293 acre-feet plus 2012 TWDB surveyed sediment volume of 17,060 acre-feet
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 Recommendations 

To improve estimates of sediment accumulation rates, TWDB recommends 

resurveying Somerville Lake in approximately 10 years or after a major flood event. To 

further improve estimates of sediment accumulation, TWDB recommends another 

sedimentation survey. A re-survey would allow a more accurate quantification of the 

average sediment accumulation rate for Somerville Lake.  

TWDB contact information 

More information about the Hydrographic Survey Program can be found at:  

http://www.twdb.texas.gov/surfacewater/surveys/index.asp 

Any questions regarding the TWDB Hydrographic Survey Program may be addressed to: 

Jason J. Kemp 
Team Lead, TWDB Hydrographic Survey Program 
Phone: (512) 463-2456 
Email: Jason.Kemp@twdb.texas.gov 

or 

Ruben S. Solis, Ph.D., P.E. 
Director, Surface Water Resources Division 
Phone: (512) 936-0820 
Email: Ruben.Solis@twdb.texas.gov  
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ELEVATION 
in Feet 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9

209 0 0 0 0 0 0 0 0 0 0
210 1 1 1 2 3 5 8 12 17 24
211 33 43 57 74 96 122 152 187 226 269
212 318 370 426 486 549 616 685 758 833 912
213 994 1,079 1,167 1,259 1,353 1,451 1,553 1,657 1,765 1,876
214 1,990 2,108 2,229 2,354 2,483 2,616 2,754 2,896 3,043 3,195
215 3,350 3,510 3,673 3,840 4,011 4,186 4,365 4,547 4,733 4,924
216 5,119 5,319 5,525 5,735 5,951 6,172 6,396 6,626 6,860 7,098
217 7,341 7,588 7,840 8,099 8,362 8,630 8,902 9,179 9,460 9,745
218 10,034 10,327 10,624 10,926 11,232 11,543 11,857 12,176 12,500 12,828
219 13,159 13,495 13,835 14,178 14,526 14,877 15,232 15,590 15,952 16,317
220 16,686 17,057 17,431 17,808 18,188 18,572 18,958 19,348 19,741 20,138
221 20,537 20,940 21,346 21,756 22,169 22,587 23,008 23,433 23,862 24,295
222 24,731 25,171 25,615 26,062 26,513 26,968 27,427 27,889 28,356 28,826
223 29,300 29,777 30,259 30,744 31,233 31,726 32,222 32,723 33,227 33,735
224 34,248 34,765 35,286 35,814 36,348 36,888 37,434 37,986 38,542 39,103
225 39,669 40,240 40,818 41,400 41,989 42,582 43,182 43,787 44,397 45,012
226 45,633 46,258 46,888 47,521 48,158 48,799 49,444 50,093 50,746 51,403
227 52,064 52,729 53,398 54,071 54,749 55,431 56,117 56,807 57,503 58,203
228 58,909 59,620 60,336 61,056 61,781 62,511 63,244 63,981 64,723 65,468
229 66,216 66,969 67,725 68,484 69,246 70,012 70,781 71,553 72,329 73,107
230 73,888 74,672 75,459 76,249 77,042 77,839 78,639 79,442 80,250 81,062
231 81,878 82,698 83,523 84,354 85,189 86,029 86,875 87,725 88,581 89,441
232 90,306 91,176 92,050 92,929 93,812 94,700 95,593 96,490 97,392 98,300
233 99,212 100,130 101,052 101,979 102,910 103,846 104,786 105,732 106,681 107,635
234 108,593 109,556 110,523 111,495 112,471 113,452 114,437 115,427 116,422 117,421
235 118,424 119,431 120,442 121,457 122,476 123,499 124,525 125,556 126,590 127,628
236 128,670 129,716 130,764 131,816 132,871 133,929 134,991 136,056 137,125 138,198
237 139,275 140,356 141,441 142,531 143,625 144,723 145,827 146,935 148,048 149,167
238 150,293

CAPACITY IN ACRE-FEET Conservation Pool Elevation 238.0 feet NGVD29
ELEVATION INCREMENT IS ONE TENTH FOOT

Appendix A
Somerville Lake

RESERVOIR CAPACITY TABLE
TEXAS WATER DEVELOPMENT BOARD April 2012 Survey



ELEVATION 
in Feet 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9

209 0 0 0 0 0 0 0 1 1 2
210 3 4 5 8 13 21 35 47 64 78
211 94 117 154 197 244 277 321 368 413 461
212 503 545 582 616 647 678 708 741 773 804
213 835 866 898 930 962 997 1,031 1,062 1,094 1,126
214 1,158 1,192 1,230 1,269 1,307 1,355 1,404 1,448 1,490 1,537
215 1,576 1,613 1,651 1,690 1,730 1,767 1,806 1,845 1,882 1,929
216 1,977 2,025 2,081 2,134 2,181 2,225 2,269 2,319 2,361 2,403
217 2,450 2,497 2,550 2,610 2,657 2,701 2,747 2,787 2,828 2,869
218 2,911 2,951 2,997 3,040 3,084 3,126 3,169 3,214 3,257 3,298
219 3,338 3,376 3,416 3,454 3,494 3,531 3,568 3,601 3,634 3,669
220 3,699 3,728 3,756 3,785 3,816 3,849 3,883 3,915 3,948 3,981
221 4,012 4,044 4,077 4,114 4,154 4,193 4,233 4,270 4,308 4,346
222 4,383 4,418 4,453 4,491 4,530 4,570 4,606 4,644 4,681 4,720
223 4,758 4,797 4,836 4,872 4,908 4,944 4,982 5,023 5,064 5,104
224 5,146 5,194 5,244 5,306 5,373 5,433 5,487 5,539 5,586 5,634
225 5,686 5,745 5,802 5,855 5,908 5,966 6,023 6,077 6,129 6,180
226 6,230 6,273 6,313 6,353 6,391 6,431 6,469 6,508 6,547 6,589
227 6,629 6,671 6,712 6,756 6,799 6,840 6,881 6,927 6,978 7,032
228 7,084 7,135 7,181 7,228 7,273 7,314 7,353 7,395 7,431 7,468
229 7,504 7,541 7,577 7,610 7,642 7,674 7,707 7,737 7,767 7,796
230 7,827 7,856 7,885 7,915 7,949 7,980 8,015 8,059 8,100 8,136
231 8,178 8,229 8,280 8,327 8,377 8,430 8,480 8,529 8,578 8,628
232 8,675 8,721 8,766 8,811 8,854 8,899 8,949 8,998 9,050 9,103
233 9,149 9,198 9,244 9,288 9,334 9,384 9,430 9,472 9,516 9,562
234 9,606 9,650 9,693 9,738 9,783 9,833 9,879 9,924 9,967 10,010
235 10,050 10,088 10,131 10,171 10,209 10,247 10,286 10,325 10,363 10,400
236 10,436 10,470 10,503 10,535 10,567 10,600 10,634 10,670 10,709 10,748
237 10,790 10,832 10,874 10,918 10,962 11,009 11,057 11,107 11,161 11,220
238 11,395

Appendix B
Somerville Lake

RESERVOIR AREA TABLE
April 2012 Survey

ELEVATION INCREMENT IS ONE TENTH FOOT
Conservation Pool Elevation 238.0 feet NGVD29

TEXAS WATER DEVELOPMENT BOARD
AREA IN ACRES



205.0

210.0

215.0

220.0

225.0

230.0

235.0

240.0
02,0004,0006,0008,00010,00012,000

205.0

210.0

215.0

220.0

225.0

230.0

235.0

240.0

0 20,000 40,000 60,000 80,000 100,000 120,000 140,000 160,000

El
ev

at
io

n 
(fe

et
 a

bo
ve

 m
sl

) 

Area (acres) 

El
ev

at
io

n 
(fe

et
 a

bo
ve

 m
sl

) 

Storage Capacity (acre-feet) 

Total Capacity 2012 Conservation Pool Elevation 238.0 feet Total Area 2012

Somerville Lake 
April 2012 Survey 

Prepared by: TWDB 

Appendix C: Area and Capacity Curves 

Conservation Pool Elevation 238.0 feet NGVD29 
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This map is the product of a survey conducted by
the Texas Water Development Board's Hydrographic 

Survey Program to determine the capacity of 
Somerville Lake. The Texas Water Development 

Board makes no representations nor assumes any 
liability.
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